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Adjustable from  
9 " (22.9 cm) to  

) " (24.1 

cm 
9-1/2 

Minimum Air Inlet 
 
210-258 cm 
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 cm (51.
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) Installation  

Surfac
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Media Plate:  
" (31.1 

cm 
) 12-1/4 

Log Set:   
) 14-1/4 " (36.2 

cm 

Caution: 
When determining  
a location for  
the Opti-myst ® 

  
cassette, ensure  
that the unit will  
not be susceptible  
to drafts, vents,  
ceiling fans and  
other air currents.  
Similar to a candle,  
large movements  
of air will affect  
the unit’s ability to  
create and maintain  
the flame effect. 

Framing  

Dimensions 



 

 

 

Adjustable from  
9 " (22.9 cm) to  

9-1/2 " (24.1 

cm 
) 

Minimum Air Inlet 
 
516 cm2 

2 
 

2 ) 

40-3/8 "  
(102.

5 
 cm ) 

Installation  
Surfac

e 

Media Plate:  
12-1/4 " (31.1 

cm 
) 

Log Set:   
14-1/4 " (36.2 

cm 
) 

Caution: 
When determining  
a location for  
the Opti-myst ® 

  
cassette, ensure  
that the unit will  
not be susceptible  
to drafts, vents,  
ceiling fans and  
other air currents.  
Similar to a candle,  
large movements  
of air will affect  
the unit’s ability to  
create and maintain  
the flame effect. 

Framing  

Dimensions 


